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Insect Light Traps  
(Glue board systems)

Ultra slim design with superior 
energy savings
• Ultra slim: only 1½” in depth.
• High frequency electronic ballast: significantly reduces energy 

consumption, optimum UVA emission and flicker-free lamp.

• 3x14W 21” innovative T5 (5/8”)  Quantum Lamps: higher UV output, less 
glass content and 26% less energy consumed than T8 and T12 lamps.

• FDA compliant FEP shatter resistant coating: protection in glass-free 
zones.

• Dual voltage ballast with IEC connection: suitable for 110v-220v 
environments, specify plug for 220v.

DIMENSIONS
H: 11¾” (29cm) W: 22.6” (57cm) D: 1½”(4cm)
WEIGHT
11lb (5kg)
POSITION
Wall mounted

SHIPPING INFORMATION
Net Unit: 3/Case Shipping weight: 37 lb (17 kg)
60/Pallet

REPLACEMENT PARTS

Shatter resistant: TUB14W471/130-000177 Qty: 3 

Original:  BOACHA850/135-000047 (Black)
Universal:   BOAMAN853/135-000070 (Black) 

BOAMANWT/135-000064 (White)   
Matrix:  BOAMAN867/135-000063 (Gray)
Qty required 1 / Sold separately in pack of 6

ULTRA 
SLIM

DESIGN
3X14W  •

 3
 Y

E A R  W A R R A N
T

Y
 • 3

 Y
EAR WARRAN

T
Y 3 

DUAL
VOLTAGE
110v-220v

REFLECTOBAKT®

White
Product code: MANVGA016/125-000286

Stainless Steel
Product code: MANVGA136/125-000287

Product Code: WMCVEU                          
Mantis 220v Euro style power cord 

Product Code: WMCVUK  
 Mantis 220v UK style power cord 
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